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1 Preparing the Workbench

You are about to use the WebServer, to do this, you need at least:
- The Millenium II or Millenium 3 Workshop software with cable to program the
device
- A Millenium 3 XD10 or XD26 with XNO3 or XNO6 MODBUS Extension Module
- A WebServer with a cross wired RJ45 Cable and A RJ45 to 3 Wire cable
- The SoftWare eTiceSoft
- A PC running Windows NT,98,2000, XP, XP Pro or VISTA

1.1 installing the eTiceSoft Workshop

If you have a previous version of eTiceSoft is installed on your PC, You have to uninstall
it:

M@ eTiceSoft &) CROUZET Website
I QuickZip4 3
I AC3Filter 3

'E Documentation eTiceSoft

o ETiceSoft

I EAGLE Layout Editor 4. 16r1 A % Uninstall eTiceSoft

Then insert the CD Millenium II WebServer and after auto run, click on Install the
eTiceSoft software.

First, the installer tries to install the XC10 module extension list entry for Millenium II
devices in the Install dir of CLS M2 software. This is useful when using a Millenium II.

Notice that with Millenium 3 Devices, this operation is not needed.

Then the install program continues with the installation of eTiceSoft software itself, then
you'll have to select the main directory of the software (e.g.: c:\program files\)

The installation continues.

Then it installs the Macromedia Flash Player version 7 (other version are possible) to

enable your Web Browser to read these files (used for monitoring pages in the Web
Server).
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1.2 Cabling

Here’s a schematic view of your workbench:
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A possible more complex topology:

MIIWEB : MODBUS
Master web server
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1.3 Configure the Network Ethernet adapter of the laptop

Open the IP configuration of the PC:

SART/Connections/Display all the connections and select your Network adapter (WiFi or
LAN)

With right click, select properties, and after:

- Propriétés de Connexion réseau sans fil

General |Cnr|figumtiu::n résear sans fil | Avance

Se connecter en utilisant :
E& Intel(R) PRO AWireless 3945ABG Met

Cette connexion utilise les éléments suivants :

.@. Planificateur de paguets QoS5 ~
3 Pilote de moniteur réseau
v
< | >
Installer... D& alle Proprigtés
| .l |

Propriétés de Protocole Internet (TCP/IP)

Général |

Les paramétres IF peuvent &tre détemings automatiquement si votre
réseau le pemmet. Sinon, vous devez demander les paramétres [P
appropriés & votre administrateur réseau.

() Obtenir une adresse |P automatiquement
() Utiliser I'adresse IP suivante :

Adresse IP | 192.168. 0 . 10 |
Masque de sousTéseau : | 285 285 255 . O |
Passersle par défaut - |192.168. 0 . 1 |

() Ltiliser 'adresse de serveur DNS suivante

Serveur OMS préférs : | . . . |

Serveur DMNS aundliaire | . . . |

Avancé...

I oK ][ Annuler ]
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By default, the WebServer has these parameters:
IP Address: 192.168.0.4

NetMask: 255.255.255.0

Gateway: 192.168.0.1

So your PC needs to have IP settings for the same LAN.

One other difficulty with the WebServer is of course, firewall of the PC or/and antivirus
software.

Then deactivate them during this manipulation or open the following ports used by
eTiceSoft to exchange data with WebServer:

TCP Ports:

21 (FTP), 23(TELNET), 80 (HTTP), 53 (DNS)

UDP Ports:
8001 (Config Server and auto scan)
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2 Configuring the Millenium 3 Device

2.1 Configuring hardware
Open the Millenium 3 Software:

Procedure :

1 - Click on « New »

2 - Click on the image « Millenium 3 XD26 or XD10»

3 = Choose the Millenium 3 reference in the list

Choix du type de contréleur

Type

Référence

Entrées [ sorties

4 - Select the

XD26 24VDC
XD265 24VDC
XD26 24VAC
XD26 230VAC
XD26 12VDC

88970161
88970162
88970164
88970163
88970165

10 TOR + 6 {(0-10V) 10 RELAIS
10 TOR + 6 (0-10V)
16 TOR 10 RELAIS
16 TOR 10 RELAIS
10 TOR + 6 {0-10V) 10 RELAIS

10 TOR STATIQUE

» adjacent extension needed

27-28/02/2007
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LAt § U |

88970250
88570270
88970241
88570321
88570117
88570800
88372250

WLy

4INTEGERS 4INTEGERS

8 INTEGERS 8 INTEGERS
2ANALOG 10BITS 2 ANALOG 10 BITS
& DISCR 40UTPUTS
AUCUN AUCUN
3PTI0025A+125C 0O

WL

5 - Click on « XNO3 MODBUS 24VDC or XNO6 MODBUS 24VDC »

Sélectionner le type de programmation

Ladder

6 - Click on « add » to validate the configuration and « next »

| Titre - Auteur-v: 0.0 || PROGRAMME || xD26 24vDC | 03 24'-«'00»]}
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Select MODBUS Format (MODBUS RTU 2 wires needed with the WebServer)

Select a parameter:

Mumber of wires and format
Speed in bauds

Parity

Modbus slave address

Parameters

2wires, RTU |

Select Baudrate

Select a parameter:

Mumber of wires and format

Speed in bauds
Parity
Modbus slave address

Parameters

119200 |
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- __________________________________________________________________________________________________________________________________________________________________
Parity

Select a parameter:

Mumber of wires and format
Speed in bauds

Maodbus slave address

Parameters

* Mone
" Ewven

" Ddd

And MODBUS Slave Address (unique on the field bus!)

Select a parameter:

Mumber of wires and format
Speed in bauds

Pari
Modbus slave address

Parameters
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2.2 Editing a program

In our example, we will use the following diagram (edit it):

B11
B NUMI O
30UTH
IC 02
B0 AN
lc
ID — BO4 03
¥ B03 AN
DK‘ Xaz3a]? ,
o LIUP DOWH
E”DUNT: =8 oo B12
IE : NUMI 04
B13 00T *N
+
B10
,.>—|_’
IF B14 ?
= 7
B2 ?
G - B!
? EC>=
J>— by
BOT 502 BOO ;
— 3
1 NUM » & ?
M IN p—mm-=—rs ; D p— ;
3
BO8 ;
2 [NUM PECS
M| IN ——= m;
3
3
3 ; BUG
WM b Q
—>

XNO3 parameters:
2 wires RTU
19200 bauds

No parity

Slave address: 1
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2.3 Transfer the Program and start controller

Compilation results

X

L

online help.

‘ COMPILATION SUCCESSFLL.

The duration available far the application program in & basic cycle is variable. See the

Help

Used

Parameters zone [bytes]

Digital data, SFC token, Boolean [number) zone
Other data zones (bytes]

Praogram zone [bytes]

Application-specific function zone [slots)

E stimated program tim (ms]

Basic controller cycle time(ms)

]

Do not display in simulation or on loading in the controller. [

[ Awailable
15 409
2825+ 3) 576 (368 + 208
1208+ 4] 400 (200 + 200)
393178+ 215) 9192 (4096 + 4095)
i 64|
0,697 2,000
10)

3

Write options

Protection
3 Restricted access to the "Parameters' menu of the
\l) conbroller front panel:
Dizabled
[z2e the Program Configuration to change this parameter),

I™ Program passward protection: transfer b ar from the PC ar to memary,
monitoring, configuration on the controller.

——
—

IV 5 ave modifications befare writing.
[ After loading, "Start controller and Reset of saved values" mods.
[ After loading, "Monitoring'' made.

¥ Synchronize contraller date and time with PC.

1] 9 Cancel |

]

Crouzet Logic Software M3

U The program in the controller will be erased.

Do you want to continue?

Oui Maon

N

Then start the'controller:

Opﬁons Directories Draw  Window

Choose the type of controller...

Connection

Read in the controller

Write to the controller

Compare the controller data with the program
Clear the contents of the controller

Controller diagnostics

Check the program

Start controller with
Start the controller

Turn the controller off

t saved values

Read/Write date and time

List of application-spedific functions 3

Update the controller software and language
Remote control of front panel 3



WebServer training 27-28/02/2007
Author : Thierry DESCHAMPS de PAILLETTE Page 12 of 56

3 Configuring the Web Server

3.1 Creating a new project, Configuring Hardware and declaring
connected Milleniums

Start eTiceSoft workshop:

M eTiceSoft
QuickZip4 b
AC3Filter >

&] CROUZET Website

'@ Documentation eTiceSoft
- ETicesoft

EAGLE Layout Editor 4, 16r1 F

?-E_'ﬁ' ninstall eTiceSoft

Then click on New Project icon:

r’; eTiceSoft release 1.30 - M2/M3
Files Edit Tools Help

I'Li@é% §

An information Box appears to inform you to name a new directory

New project ['5_<|

i A new project will be created in a new directory,
' Give it a name, and configure the WebServer,

Give the project name:

Fichier de définition du projet

Enregistrer dans © |L'f)forrnation 07 Vl Q F e E-

D

Mes documents
récents

Fi:

Bureau

Mes documents

Poste de travail

—

MNom du fichier : |T|aining V| I Enregistrer ]

Favors réseau | Type : |eTiceSoﬂ Project File (*etp) v| [ Annuler ]
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The following window then appears:

Froject File

Mame aof the project | Training |

Project directan | C:bravailsetice\Formationsifichiers de formation\formation 07 Training' |

Froject filename | Training. etp |

Click on configure the WebServer:

Advanced configuration of the WebServer
MODBUS RTU Parameters

System clock source
MODBUS Baudrate 19200 % bps Parity [ Advanced settings ] e —— 3
Declaration of Millniums connected to WebServer

(") Connected as contiguous extension (Millenium Il only) Add to List m Cannects 2 Tyes A’ rmess

(3) Connected on MODBUS RTU (RS485) MoDEUS #MNO3 (Millenium 3)
Millenium's extenzion type : KNO3 (Millenium 3) % |
MODBUS Address of the Millenium : |1 E{
Reset registers KC or [XN for each new project transfer or reboot
MODEM Parameters (for SMS and PPP Connections}
Select the MODEW : |Mone w

Infermationz and Malfunctions (Fauthy Millenium connectionz, enable to archive, or other 2ystem informationz)

If MODEM, Phone Number of the person to be notified : | +330000 Sending a SMS for internal alarm |:|
If service activated, eMail address of the person to be notified | MrX@fai fr Use history file (LOGFILE.TXT) []

MNetwork services

Company's Mail addrezs ; | Seciste@fai fr

eMail zervice active (SMTP Client)
ONS Client
|:| DynDNS Client (Dynamic DNS)

Parameters of the eMail Server (SMTP Server) DMS Servers parameters
Domain Name of the SMTP Server © | mon fai@smtp. fr Primary DNS P Agdress: [0 |0 .o |0 ]
P Address of the SMTPServer: [0 [0 |0 ][0 ] Secondary DNS P Address: [0 |0 |- |- ]
’ Cancel ] ’ Create the configuration file and put it in UpLoad list l

Then add the Millenium 3 with its XNO3 at slave address 1.
Then create the file and put it in the Upload list.
(Other parameters will be used later)

After it we're back to New Project manager, and then press OK.
Now we can build our monitoring pages, using the eTiceSoft WebPages editor.
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3.2 Building the monitoring WebPages
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According to our Millenium3 program we will put several graphic objects to control or
visualise some parameters.

In our example, the Counter value will be shown in as text value and with a progress bar

like it:
e In the progress gauges library, select the Power_bar_horizontal (double click)
[=-[3 progress_gauges S

w3 simple_progress_bar
w3 vertical_bargraph
w3 thermometer_blue ]
w3 horizontal_thermomet I I l |]:|
w3 horizontal _bar
ﬁ power_bar_haorizontal 0 20 40 50 80 ‘“FJD

w3 Jauge_display

4

W

>

Then click on the object with right button and select the item

ﬂ i Parameterize the selected component F5
%} Copy k F3
[1_1 Paste F4
% Remove the selected objects Suppr
L Group F3
1 Ungroup Fi0
Ly Bring to front F7
(& Putbehind Fa
[, Putat the foreground Fii
T3 Put at the backplane Fi12

Modify the initial state F1
Maodify the final state F2

Then the parameter of this component appears:

(™ Parameters of the selected component

power_bar_horizontal0

Lizt parameters of the selected component which can wary with the process

# | Object's parameters |Assignment
“width “pover_(0
1 parameters ? Caritrol the selected parameter with a variable rezulting from the process |

Activate thiz component with these parameters
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This power bar just has one parameter in the list called Power_0 witch is changing the

width size of an object (here a red rectangular object showing power).

Select the line of this parameter and click on the “Control the selected parameter”:

The counting value is in the O1XN MODBUS word register of the Millenium 3, so will get it

to show the power.
We'll say that this value can be in the range 0 to 1000.

Then select following parameters:
[’:" Selection of Process Data

Source of the variable
(#) The Wariable results from Millenium [&djacent or connected to MODEBLUS)

) The Wariable comes from another MODBLUS Slave
) Thiz Wariable must a property of a component

1] Millenium 3 - XN03 - MODBUS Address:1 w

Communication BUS :

billenium Slave Address I[ﬂ

Datatype: (3 Word [-32768...32767
) Bit

tnemanic far the Yariable ;

= R

Millznium R eference ;| o TET
Behavorial Parameters of the variable
Limitz and display zettingz
0 5l < Datavalue < 1000

[«]
[

Operation 5

And we’ll do a read operation because the WebServer is reading the value from the

Millenium 3 to set the PowerBar width.
Then select apply.

Then press “activate this component with these parameters” to save the configuration of

this component.

e Notice: Mnemonic is optional and will be automatically fill by the SoftWare with a

value if not used.
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In the Gauges-Display library, select a Display (double click)

=73 Gauges-Displays P
w7y [abvanometer
w3 zimple_galva
w3 FH Meter [poal]
w3 Horizontal tank
w7y Wertical_tank
w3 Thermameter
ﬁ dizplay o

27-28/02/2007
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In this object we will put the current Value of the Counter with down scale:

Counter value range: 0 to 1000
Display value range: 0 to 100

Then we have to select following parameters:

rr: Selection of Process Data

Source of the wanable

() The Wariable comes from another MODBLUS Slave
() Thiz Wariable must a property of a component

1] Millenium 3 - XN0O3 - MODBUS Address:1 w

Communication BUS -

Millenium Slave Address E}

Datatype: (&) word [-32765... 32767
) Bit

Millenium R eference ;| w15

Behavanal Parameters of the vanable
Lirnitz and dizplay settings

0 E} < Displayed Value < [100

b nemonic for the YW aniable ; EDUHtEf_tE)(ﬂ

(%) The Variable results from Millenium [Adjacent or connected to MODBLUS)

0 5 < DataVvalue < 1000

Operation: v

Then press “apply” button and then press “activate this component with these

parameters” to save the configuration of this component.
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Now let us show the Millenium 3 Buttons status (+/-/B/A) with LEDs!

Select LEDS components in the library:

Libraries
[ Gauges-Dizplays #
[ Switches
=3 Indicators
ﬁ Green LED
w3 RedLED
wy Telow LED
w3 Blue LED
sy dlights W
L

»

A green led for + (bit 0 of O4XN)
A red led for — (bit 1 of O4XN)

A yellow led for B (bit 2 of O4XN)
A blue led for A (bit 3 of O4XN)

AN NN

For the + button you’ll have to set the following value:

27-28/02/2007
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f':" Selection of Process Data
Source of the vanable
(*) The Yariable results from Millenium [diacent or connected to MODEUS]

() The Wariable comes from anather MODEUS Slave
() Thiz "ariable must a property of a component

1] Millenium 3 - XN03 - MODBUS Address:1 w

Communication BLS - I
Milleniurm Slave Address : l[ﬂ I
Datatype: () word [-32768.. 32767 I
) Bit
Milleniurm Reference ;| g w d%H
Select the bit
15 14 13 12 11 10 9 8 T
COQCOO0CO0O0O0O0
Behavonal Parameterz of the wanable
Lirnitz and dizplay zettings
E} < Data Value < =

Opsration: v

memanic for the Yariable : |+ button

& Then let you configure the others!
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Here are the visualisation objects:

WEE Monitoring pages

.\ Dizplay object's properties Pagel e ] Add a page l [ (=] Delete thiz page

RN R | | °
0 20 40 &0 B0 100 . I:l

o
o

Now we want to Change the counter preset value (word I1XN).

To do it, we’ll use a new monitoring page dedicated to objects for writing values (for a
ergonomic and secured HMI).
To add a monitoring page to the project, click on “Add a page”

WEB Monitaring pages

Fageld w lé'- Add a page

A menu is automatically generated to make able the user to navigate in the HMI Web
Pages.

Then in the library Set values, select a cursor:

Libraries

-] Gauges-Displays ”
- Switches
- Indicators
=3 Set_values
B Set+_-
=g Cursar
-] Actuators
+-[] progress_gauges "

>

Feneral |-l ababe | Cieal abara

-.hi L

walelr ch

This component has 2 parameters:
- The vertical cursor position
- The text value

In our project, we will use both (with user preference and choice) to set the value of the
preset value of our counter
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(7" Parameters of the selected component
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S=1E

Cursor0

Lizt parameters of the selected component which can wan with the process

# bject's parameters Azzignment

1] YWertical Pozition “pozition_0

1 Text “poszition affichée_1

2 parameters ’ g? Control the selected parameter with a wariable rezulting from the process ]

| Activate thiz component with these parameters |

Cancel ]

The vertical position will set the value of the preset data from 0 to 1000, according to the

proportional vertical position of the cursor from full-scale.

Here are the settings for the position_0 variable:
r"’,‘ Selection of Process Data

Source of the vaniable

(%) The Yariable results from Millenium [&djiacent o connected to MODEUS)
() The Yariable comes from another MODEBLUS Slave

() Thiz ariable must a property of a component

|1] Millenium 3 - XN03 - MODBUS Address:1

Cormunication BLUS -

3

Milleniurn Slave Address f=1

Datatype: (& 'wWod [-32768.. 32767
) Bit
Millenium Feference :

Behavonal Parameters of the vanable
Limitz and dizplay settings

0 5 <DataVvalue < 1000

[=]

O peration :

Mrernonic for the Wariable :

Then apply.
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Now, let us configure the text zone of the component to make the user able to edit the

exact value he wants to the preset the counter.

To do this, select the text property of the component and parameterize it:

rr: Selection of Process Data

Source of the wariable

(%) The Variable rezults from Millenium [Adjiacent or connected to MODEUS]
() The Variable comes from another MODBUS Slave
{3 Thig Variable must a property of a component

l 1] Hillenium 3 - XN0O3 - MHODBUS Address:1 W

Communication BUS

killenium Slave Address ; I[ﬂ

Datatype: (&) Word [-32768... 32767
) Bit

Millzniurn Reference ;|| Cr B S

Behavonal Parameters of the vanable
Limits and dizplay settings

| 0 ]

Pre-position to the curent value [Fead coclically]

tremaric for the Yariable ; |edit_preset

(=] < Data Value < 1000 E}
0 |[§1 < Displayed Value < |100 l[g
Operatian : =

The text value can be set from 0.0 to 100.0 corresponding to 0 and 1000 as preset value

range.

Now we need a button to validate this preset (as needed by the Millenium 3’s counter

FBD).

Select the following object:

Libraries

[ symboles electratechniqun A Pagel | | Pagel
=[5 Buttons

ﬁ Fectangle_led

w7y Led BP

w3 Green_BF

wy R_G_EP

w3 checkbox

w3 webbutton w

>
. . <valeur» h:‘

Feneral |icaat s D Bt craas

<
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It must act on the bit0 of IX2N, and a single pushbutton is needed (pulse on the FBD

input):

[’j Selection of Process Data

Source of the variable

) The Variable comes from another MODBLS Slave
) Thiz Wariable must a property of a component

1] Millenium 3 - X*H03 - MODBUS Address:1 W

Communication BLIS

Millenium Slave Address : E}
Datatype:  ()word 32768, 32767
(=) Bit
Millznium Reference || w25 e
Select the bit

15 14 13 12 11 10 9

Behavanal Parameters of the variable
Lirnitz and dizplay settings

0 [2] < Data Value <

Fre-pozition to the current value [Read cychically]

tremoic for the Yarable : | preset_button

(%) The Variable results from Millenium [Adjacent or connected to MODEBLUS)

8 7 6 5 4 3 2 1 0
COoOO0O00O00CO0O0COCOCCOCO@

=iyl *rite : Freeze the Yalue while mousze buttton held down [PEES

[a]
1 =

Now put a button to switch LCD Backlight (bit 15 of I2XN), a led_bp should be enough:

Libraries

[ symbales electratechniqu A | Pagel | | Pagel

=[5 Buttons
w7 Fectangle_led
ﬁ Led BP
wY Green BF OFF
w3 F_G_RF @
w7 checkbox
w9 webbutton "

= — 3 Q)

Lyaleury i
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And configure this BP as switch:

Apply.

f'j Selection of Process Data

Source of the variable

(%) The ariable results from Millenium [f2djiacent or connected to MODEUS)
() The “ariable comes from another MODEUS Slave

() This Wariable must a property of a component

|1] Millenium 3 - XM03 - HODBUS Address:1

Communication BLS

Millenium Slave Address ; lal

[w
Datatype:  (wiord [-32768. 32767
(¥} Bit
Milleriurn Fieferer‘u:e:|| v|2><N v|
Select the bit
15 14 13 12 11 10 9§

8 7 6 5 4 3 2 1 0
®@CO000C0CO0O0O00COCOCOCOC0OCO0CO0

Behavanal Parameters of the variable
Limitz and dizplay settings

< Data Value <

Operation :

Pre-position to the curment value [Fead coclically]

Mremaric for the Yariable : | backlight

27-28/02/2007
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Now the monitoring HMI is finished, let test it!

Then press the “play” button:

The compilation is done:

Mumbes of MODBUS redeections - 0
Fomimone i e g 0
Hamber of MIJDBUS Fiead sccess by cycks - 0

ompled: 2 Memorpsize: D4 M Ko
inl b

buwinyg
[RTCGSM a05L [Erbomrae |
Faggl _|DOATEe M2 (0M7:  0M2s
Page?  OO3§1Ke D057 0013%: 000N«

Riefrech iequested every | 1.20 Second(s]

Carcll | Ses detsk | Trariles s
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Then it’s time to transfer files to the Web Server:
Click on “transfer files”:

(" Download manager

Files Tools Download

Loading parameters : ;
Default FTP Port : |21 =1

List files to be transmitted

Saurce | Destination Comments |
C:\travail\etice\Formations\fichiers ¢ flash0.swf Supervision file

2 C:\travail\etice\Formations\fichiers ¢ flash.htm HTML File

3 C:\travail\etice\Formations\fichiers cflashi.swf Supervision file

4 C:\travail\etice\Formations\fichiers ¢ flashi.htm HTML File

5 C:\travail\etice\Formations\fichiers ¢ MAILS.INI Events file

6 C:\travail\etice\Formaticns\fichiers ¢ CONFIG.INI Boot file

Parameters of the file transfer
State of the transfer Commands
Destination : [

Transfer the filles ‘

| % | [ Download the Archive file ‘

Web servers connected to this network

[ Automatic scan on local area network

R

Serizl Number |DHCP |IP zddress MNetmask Gateway Id FTP Port Telnet Pork Recipient Network
8] 192.168.0.5 255.255.255.0|0.0.0.0 Mz2Wweb 21 23 YES LAN

Click on “automatic scan on LAN” to detect the Web Server on the local network.

The connected Web Server appears, and then clicks on transfer files to upload your
project to the Web Server.

Click on transfer files:

Authentitification

Enter Superyizor or Administrator zession codes

Connesion au webSereer 192 168.0.5

Lagin: | admin

FPazzwiord |

Enter login and password (default: damin/admin) and click OK.

Comment: If you are using the English version for the first time or if you are
updating the Web Server, you’ll have to compile your project one more time to
use your project after firmware update!

A firmware update is then proposed. Click ok and the new firmware files will be
added to the list and transferred to the WebServer. Then restart the compilation
procedure.

The firmware update is only proposed once.
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After transfer, wait about 1 minute to connect to the Web Server.

Click on automatic scan on LAN to see if the Web server is still connected with the same
address.

Then click on it with right button and select "HTTP”
Serizal Number |DHCP |IP address |Netmask |Gateway |Id |FI'P Part |Te|ne1: Part |Re|:ipiem: Metwork
0z4AD {0 192.168.0.5 |255.255.255.0)0.0.0.0 uish 1 VES LAN

IF Address configuration (LAM only)

Telnet
FTP
E ping
UIJ|ISL,E T ar gzl m nl:mm.u

Add WebServer in the list —_—
- 8@ (@ m e
O o O \ # m E Delete the selected WebServer from list GFRS/ISDN *DEL

A Web Browser windows then appears and the Index page of the WebServer is shown,
the click on open a session.

(" WebServer MilWeb - Windows Internet Explorer 5]
G@ - |l htpuiy1s2. 188,05/ v 6:-_.*.3 [sooge |2

Google[G=  w|ewoer i & Ef -+ | 9% Mesfovorsw B 47bloquéels) | ‘S Orthographe + [ Envoyer a~ () Paremétres
1% & I(;wd:SemaMDWeb li‘ o dccueil ~ [ Flux - g Imprimer ~ [i2Page » {Outis +

G:
=]

Millenivm /f e

X%
__Web Server|

Le serveur 192.168.0.5 a l'adresse Opening a session requiert
un nom d'utilisateur et un mot de passe.

Avertissement : ce serveur requiert que votre nom
dutilisateur et votre mot de passe soient envoyés de facon
nan sécurisée (authentification de base sans connexion

sécurisée).
Nom dutilisateur : | € admin v|
Mot de pasze : | ""°| |

[ Mémoriser mon mat de passe

Starta session

Enter administrator password (default: admin/admin)
G5 - [ e s i i P

Couge Gm e e @ O e et Ot = b b S

N [ T P

S T— 1

G @ San -

The pagel of monitoring pages then appears, please test it.
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In remote maintenance, we now can see the status of the connected millenium 3 and
note its STATUS word:

{= WebServer M2Web - Windows Internet Explorer El[EWE'
——
Q.\-:j. - |g http: /152, 168.0. 5/esoftlogin V| 42| % | | yen
Gotngle Gl | Envoyer u@f'} @ ﬁ - ﬁ Mes favoris = @4?b\oquée(s) 2'}’ Orthographe = |s Envoyer &+ @Paramétresv
o dfr [@webs.grvermzweb l_l T3 Accuel + B [;-g_'glmprimer - |:rPage - f_jOunIs s 7
02/19/2007
@";‘;""‘2} Remote Maintenance Monitoring Sattings Log Archiving | —
OnLine -1 Lok
Millenium : 1
Millenium 3 MODBUS (XNO3)
Cm) Status : Connected by MODBUS : Address: 1
& & 7 & 5 4 3 2 1 o i)
O 1XN [oNoNoNoNoNoNoNoN N NoN Noi N N 2t
O 2XN Q00O OO0O00000000O0 o
o3xn [sNeNsNoNoNoNoNoNoNoRoRONONONONE! 0
oaxn O00COoCCOCO00O0000CC0O0O000 0
Data of exchange in writing
wOrdsl:xN 15 14 13 12 i1 10 & & 7 & 5 4 3 2 1 o Decimal
I1XN O00O0O0O0O00O0000000O00O0 0
I2XN | JoNoNeoNoNoNoNoNoNoNoNoNONONON0] 32763
I2XN O00O0O0OO0O00O0000000O00O0 o
I14XN QOOOOOO0O00O0O0000000 0
Terminé (g & internet H00% v
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4 Archiving

4.1 WebServer configuration

Let us archive the value of the counter and the backlight command status

Press the “event and archive” button:

FParameters and events O zoupatior

m m e l&)

Archive 1: Current counter value
Select the first blank line.
Select the state to be monitored, here O1XN of the Millenium 3

[f: Selection of Process Data

27-28/02/2007
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Source of the variable

() The Varable comes from another MODEBLS Slave
() This Wariable must a property of a component

1] Hillenium 3 - XN03 - MODBUS Address:1 W

Communication BLUS -

killenium Slave Address E

Datatype:  (3) word [-32768...32767
) Bit

Millenium Reference ;| g w THN

Behavaonal Parameters of the vanable

Mremonic for the Variable : | Counter value|

(%) The Varniable results from Millenium [Adiacent or connected to MODELUS)

Apply
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Here, the value will be saved every 5 seconds.

(7, Events and archiving

Lizgt of eventz and aszociated actions

£ |Variable Actions Information
1 Filing Counter current value (<&

Number of available events = 99

Selecting and attributing parameters related to the event

’ Yizualize the monitored state l

Select the condition to be fulfilled to trigger the action

) 'when | = w0

(%) Perindically, every ||:| E”ﬂs ||:| E”'nins |5 E” g

el

Drezcnption of the action to be performed when the condition iz frue

[ 15end by e-Mail [ if SMTP Server configured)

Recipient's e-Mail address 1 |

Archive the data

Mame of the data archived [included in the e-mail or S5, with the walue]

I amne | Counter current value | IInit [optional] I:I
\

Archive 2: LCD Backlight command status
To do!

Now compile and transfer the project.
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4.2 Erasing the archive file

4.2.1 From the Webpage

ﬂ: WebServer M2Web - Windows Internet Explorer

@\“) - |g, hittp:/{192, 18,0, 5fesoft2lagin V| | % | | D~
Google |Cl+ v |Envoyer & 62 & B ~ | §F Mesfavors» & 47bloquée(s) 37 Orthographe » > () Paramétres =
'i:? ahe [@WebSeruer MZWeb ]_I ﬁ.ﬂ.ccueil - B @Imprimer - r_ﬂ*’Page - _’;!- Outils ~ ®
02/19/2007
@ﬂ?’;’: M I':letmote Monitoring Settings Log Archiving
aintenance OnLine -1 21:25
~
A Counter current value ()
693 | | | ] | | | | '____J_,..--""'l | ] | | | | 1
T U Nct-7(-J5) AN NP N N ISV INY Y s Iy N ISR N[ e ) N[ I (S T N Ny Y I N R I
| | | I | —_‘J__--—"‘I"-" | I | | I | | | | i
606.375 t t t '_;-‘__.__..--' T T T 1 - : - - - :
] ] | ] ] I 1 1 ] ] 1 1 I ] I 1
553-0525“.‘;_:_.:--‘-—"‘."':“‘.‘".“‘T“‘."‘.“‘r“‘.‘ el il il Wit i el il i Bl it iy
519 "!5 1 1 1 1 1 1 ! 1 1 1 1 ! 1 1 1 1
' | | | I | | | | I | | I | | | | i
484375 -+ -1+-1- - +-|-4-1t-—q-t+--4A-1t-—q4-t+t+--4A—-t-——q-t+—-|-A-t- -+t -|-4—-1 -1~
] ] ] 1 ] ] ] 1 ] ] 1 ] ] ]
WA
agagqzs - - L - J_ L (o) oL o f oL |—d_ b oo oo oL do s
| | | I | | | | I | | I | | | | I
346.5 t t t t t t t T t t t T t t T
I I I 1 I I I ] 1 I ] 1 | I I I 1
3034878 S~~~ 7T~|- 5~ T e e e e e e e e e
259 8"!5 1 1 1 1 1 1 1 ! 1 1 1 1 ! 1 1 1 1
' ] ] ] 1 ] ] I ] ] ] ] ] ] I ] I 1
296886828 |-+ -+r—-1-q4-+—-[-4-F+r-1—-q4-+—-|-4-F+-1—-9-t—-|-4-F-1mq4-t+t—-|-a-F-1—q4 -t |- - F —1—
] ] ] 1 ] ] ] 1 ] ] 1 ] ] ]
173'25 ] ] ] 1 ] ] I : ] ] ] ] : I ] I :
B P2 JE: icy i N IS N Y N RN U A RN [y N Ay [ I S N S N N s N [ A T
] ] ] 1 ] ] I ] ] ] ] ] ] I ] I 1
86.625 t 1 - T T 1 T 1 - - - - :
| | | I | | | | I | | I | | | | I
R A T o I il e Sl i Al il il I T Y N [ T T Y A (R R AN T I
U L L L 1 L L L L 1 L L 1 L L L L 1
0 16 2 48 B4 B0 96 112 128 144 160 176 192 208 224 240 25 27 t{s)
Counter current value ()
<« 172
d Currentvalue= 693 '>
Source : Millenium #1 (MODBUS) Action : Filing
Address : Register 0X1
Type : Word (-32768 [ +32767) Condition: Every 5 seconds
Remaining disk space : 29171 Kb (29871104 Bytes) L
Size of file ARCHIVE.TXT : 1589 Kb {1627410 Bytes)
( Erase the file ARCHIVE.TXT
(Erase all the sonisnts of the i)
Size of file LOGFILE.TXT : 0 Kb (0 Bytes)
[ Erase the system file LOGFILETXT | N
[l @ internet 0w v

Erase the archive file archive.txt, and wait a minute.

4.2.2 From eTiceSoft

The other way to delete the archive file is using eTiceSoft/Download manager:

(" Download manager
Files Tools Rl

Loading p| Download the archive file
download the LOG file

List files

Erase the remote archive file

@ Erase the remote LOG file k
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Enter administrator login and password to delete the file.

4.3 Downloading the archive file

4.3.1 With eTiceSoft

(" Download manager

Files Tools EeGITslGED
Loading p

Download the archive file k
download the LOG file
List files t

File number

Erase the remote archive file
Erase the remote LOG file

Ll T USRS | N DA ) o AP - . T

Download the archive file after entering login and password:

Authentitification

Enter Supervizor or Administrator session codes

Connexrion au WwWebServer 192.168.0.5

Lagin : | adrnin |

Paszward :

Select the format of the file (excel or text):

— |

Save Archive file on local HDD

27-28/02/2007
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Enregistrer dans : |L'f)Tmining V| O ¥ -

D

Mes documents
recents

e

Bureau

9

Mes documents

-

Poste de travail

‘% Mom du fichier : |Archive V| [ Eﬁl'EEliS'fl'EFr\]F
1 )

Favors réseau | Type : | ichier compatible EXCEL (segmenté) vl [ Annuler

Then press “save”.

The file is downloading on the local HDD using FTP protocol; this operation can take
several minutes, depending of the file size and baudrate of the used media.
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4.3.2 With an other FTP Client software (any freeware)

Example: Coreftplite

fﬁ Core FTP

)

L

Core FTP Help
Core FTP Lite
Uninstall Core FTP

Then fill in the FTP server fields to parameterize the FTP

Site Manager

Client:

& WebServer CROUZET Site Mame
\WebServer CROUZET]
Hoszt / IP / URL
{192.168.05 Advanced
Ilzemamne
JHF"I [ Anonymous
FPazsword
et [ Don't zave password
Fart Timeout Retries
L |60 {2 7 Fety On
5L Uplang 7 Pasy [ SSH/SFTP [ UseProsy
I AUTH S5L e
[ AUTH TLS -~ Comments
[ SSL Direct ~
] [ inda
Mew Site | . M ew Categary ‘ Connect [_: I Cloze

Site name (optional): give a name to this server
IP: The IP address of the Web Server (here 192.168.0.5)

Username (login): the username defined by the administrator of the WebServer (from

advanced configuration panel of the Web Server website i

below)): here ftpl (default)
Password: the password defined by the administrator of

n administrator session (see

the WebServer (from advanced

configuration panel of the Web Server website in administrator session (see below)):

here ftp1l.

Port: This field contains the TCP/IP port used for FTP sessions it can be changed too by
the administrator from the advanced configuration panel of the WebServer website.

Then click on connect button to establish the FTP connect

ion to the WebServer.
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Then the archive file is opened on the server:

Core FTP LE - 192.168.0.5:21

27-28/02/2007
Page 31 of 56

A=y

File View Sites Manage Help
4| %[|z| 8
LIST

Canneci sockel 8484 1¢ 182 188.0.5, ponl 34538,
15Q File s13ius ckay; skoul 1g open dals conneciicn.
228 Clesing dala canneciion.

Transfened 283 byles in §.018 secands

= 3 S [l (] ] o] 5 D] ] (%] ][] (@

ARG e 4 5 o

<

“ | Filename | Size | Date & || ™ | Filename | Size | Date

L BCS RV | o

L) BDE32 07— || ).

EI Beck 070 [Z] ARCHIVE.TXT 77 KB 0220707 0

() cmdcans 1140 || [E] LOGFILETXT 54 KB 02/20/07 0

La Compiled Demo Applicatio. . 1140

(L) Dev-Cpp 09/2

[C2) Documents and Settings 1140

ﬁedd5515:-15b55?5254b25... 111

CAENI 09/2 %

< | LI E3 >
Host Destination Bytes Size Rate i

Mo transfers...
< >
F'.EEd'y' 1 ECY | RHT

The archive.txt file appears to download it, select this file and press right mouse button:

“ | Filename

Size | Date

D=z
i

[Z] LOGFILE

|

Download

Download As

Queue

View
Edit
Rename

aeene 02020407 0
02/20/07 O

X

| W
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Give a name to the file on local HDD, then click OK

Enter:

Ok

Save destination as
Cancel

i,

The progress bar appears showing the download status on the selected directory filled in
this field:

Al H X 2 [l e ] [@f
I (& = il = |

Here the download directory is c:\ on local HDD.

- | Filename Size | Date | ”~ | Filename | Size | Date Pemissions

I BCS 11/07/06 17-M1 [

) BDE32 07/07/06 23:4% Sl e

[ Beck 07/08/06 07:41 E 379KB 02/20/07 0000  w—

23 emdcons 11/07/06 05:35 [£] LOGFILE TXT B4 KB 02/20/07 00:00  w—

[a Compiled Demo Applicatio. .. 11/08/06 22:26

(23 Dev-Cpp 09/23/06 09:36

|23 Documerts and Settings 11/07/06 05:35

23 24d9616b1506975294b 25... 11/17/06 14:35

CAEN 09/23/06 09:55

[PeTice 02/19/07 11:46 |5 )
Host Destination Evies Size Rate Tvpe Status Sourg

192.163.0.5 CMNARCHIVETXT [ ez 338180 23 KB/s Download 00:00:01  /ARCHIVE/ARCHIVE.

| ™
| W

Downloading fARCHIVE/ARCHIVE. TXT 1items - 379 KB 1 1 rev | xnr
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- ________________________________________________________________________________________________________________________________
4.3.3 Changing the FTP Server connection parameters

For secured application or GPRS constraints (opened TCP/IP ports >1200), it should be
useful to change FTP Server’s connection settings.

For it, there’'s only one solution: Using the embedded website advanced configuration
panel.

From this advanced configuration panel (only accessible by an administrator session),
you can change these settings:

Parameter setting of the network services
DNS SMTP Client {Mails)
Primary DHNES IP : SMTRE Server :EylsRali=ITshig

Secondary DMS IP @ Server IP Address JEKRLYRXHE P

TELMNET FTP

Login : Logir = sk
: FPassword jiisll

Telnet TcP - PORT: BRI FTP TcP - PORT F3A
Feconfigure

Uncheck the ftp check box will disable the FTP Server of the Web Server.

Click on reconfigure, after changing one or several parameters (here FTP TCP/IP port is
set to 1221 instead of 21 (default)), this will reboot the Web Server.

Reboot time is about 2 minutes, so you’ll have to wait before reconnecting the Web
Server.

After reboot, retries to connect the FTP Server and see what happens if one or several
parameters are wrong.
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4.4 Using the system history archive file (LOGFILE.TXT)

The logbook events can be saved too in an archive text file format called logfile.txt. This
file contains all the system events notified in the logbook (connection attempts, Mails
sent...).

It can be useful for maintenance, and now which a problem occurs since a long time. One
of the best advantages of this file is that you can see system events since a long time,
because the logbook website is limited to the 20 last events.

To use it you can check the check box in the configuration panel of project’s definition in
eTiceSoft:

Infermations and Malfunctions (Fauthy Millenium connections, enable to archive, or other =ystem infermations )

If zervice activated, eMail address of the person to be notified ;| M@ fai fr Use history file (LOGFILE.TXT})

Compile another time the project and transfer it in the WebServer.

This file is also downloadable, erasable as well as the archive file archive.txt.
Example of lodfile.txt file:

ETICE SN : 00-30-56-80-19-99

ETICE ID : eTice

Date Time

22/10/200517:28 DEFAUT EMAIL <eTice eTice is OnLine at ip_adress > <Societe@fai.fr> Non transmis ! -
22/10/200517:28 DEFAUT <Impossible d'obtenir I'adresse du serveur SMTP par DNS> <smtp.free.fr> 0.0.0.0 -

22/10/200517:28 Initialisation <Mise sous tension du systéme> <Aucun MODEM connecté ou Erreur Initialisation.> OK

22/10/200517:28 SMS-EMail<Tentative envoi SMS :> <eTice eTice is OnLine at ip_adress > +33673480707 -
22/10/200517:28 DEFAUT EMAIL <eTice eTice is OnLine at ip_adress > <Societe@fai.fr> Non transmis ! -
22/10/200517:28 DEFAUT <Impossible d'obtenir I'adresse du serveur SMTP par DNS> <smtp.free.fr> 0.0.0.0 -

22/10/200517:28 Initialisation <Mise sous tension du systéme> <Aucun MODEM connecté ou Erreur Initialisation.> OK

22/10/200517:28 SMS-EMail<Tentative envoi SMS :> <eTice eTice is OnLine at ip_adress > +33673480707 -
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5 MODBUS redirection and management
5.1 Configure the Web Server

Click on the MODBUS Redirection button:

FParameterz and eventz

é‘:flé%l

The following table appears:

(> MODBUS Redirection table

Lizt of already defined redirections

L4 ¥
Number of MODBUS Redirections available =98
Source [reztination
@'|2} Millenium 3 - XNO3 - MODBUS Address:1 v| D|2} Millenium 3 - XNO3 - MODBUS Address:1 v|
Millenium exchange ward 1M w Millerium exchange word 3 w
(" Other MODEUS Slave (% Other MODEUS Slave

Addess|1 (7)) MODBUS register |0 3] Addiess| 1 [3] MODBUS Register

Transfer condition

(&) Perindic Every |n E}| h||:| E]'|min |5 E}}s
(I the source is |= V| {x] |':' E”

Let us copy the value of the O1XN word of the Millenium 3 slave 1 to its I1XN, using a
particular way.
As we know, the I1XN has the register address 16 in an XNO3 module.

Let us consider here, that this millenium 3 is only a single MODBUS Slave.
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So we’ll copy the data O1XN to the MODBUS Slave 1 at the register address 16 at every
change of the O1XN value:

(7 MODBUS Redirection table M=E3

Lizt of already defined redirections

Destination Condition

1) Millenivm 3 - XN02 - MODBUS Address: 1 MODBUS:1-=16 =10

4 >
Number of MODBUS Redirections available =97
Source Dreztination
@|1}r.1i||enium3-J<N03-r.1onau5A:|njress:1 v| O|1}r.1i||enium3-J<N03-r.1onau5A:|njress:1 v|
illenium exchange ward 15N w illenium exchange ward J3EN w
(3 Other MODBUS Slave (&) DOther MODBUS Slave

.-’-‘-.ddress MODBUS register .-’-‘-.ddressDDBLIS R eqizter

Transfer condition
() Periodic: Every |D ’[3” h|D E”'nin |5 E]'IS

() |f the source is |## v| to |Ij E”

|

Then press “add” to add this event definition in the list.
Compile and open an HTTP session:

= WebServer M2Web - Windows Internet Explorer E|@|E|

R

Q\- P &) hetp/152.168.0. 5/esoftriogn < [#][x] | [[2]-

Google (G- v |Envoyer &0 & Ef v | £ Mesfavorisw > () Paramétres v

w & I@WehSewer M2Web I } o Accusil = ) o=k Imprimer  ~ |2} Page -

02/21/2007
@%“Zﬁ' = REt"‘”tE Monitoring ~ Settings Log Archivin —
aintenance B e e

Millenium : 1
Millenium 3 MODBUS (XNO3)
Status : Connected by MODBUS : Address: 1

Data of exchange in readin

STATUS: RUN

WordsOXNts 1 5 12 110 5 8 7 6 5 a3 2 1 0 Decimal
o1XH O000000000O@®0OCO0O0C @ 33
02X [oNoNeNeNeNoNoRoReNoNoNoNoRONO NG o
03XH 00000000000 CQCOO0OO0 o
04XH 000000000000 0O0O0QO0O L]

Data of exchange in writing

WordsIXN® 4 1312 210 8§ 58 7 6 5 4 3 2 1 0 Decimal
I1XH O00000000C0O@®OCO0O0CO 32
I2XH O0000000000O0OCO0OCO o
I3 XN O00000O0O0O00O0O0C0O0OCO o
I4XH O00000CODOOOO0O0ODODOQQO 0
v
Terming [@ & mnternet H100% <

Then as you can see, the word I1XN register value follows the O1XN value witch is
periodically copied. Of course, in a real application data are copied from a slave to
another one, not the same like in this school case example!

The maximum events and MODBUS redirection can not exceed 100 events.
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6 Using a STN or GPRS Modem

A MODEM must be declared, connected and powered before using it with the Web Server.
Only some MODEM are certified to work well with the Web Server (other should be used
if using standard AT commands).

The initialisation time of a Web Server using a MODEM is about 5 minutes, depending of
MODEM parameters (RS232 baudrate, SIM PIN status ...)

A MODEM should be used if no xDSL or LAN to WAN connection are available to establish
a distant connection to the Web Server for monitoring or using Internet services (e.g.:
sending emails via an SMTP server).

Only a GPRS MODEM can be used to send SMS.

Monitoring pages of a project using a MODEM should be as light as possible (typically less
than 100Ko).

6.1 Configuring the MODEM in the eTiceSoft Project

In eTiceSoft workshop, open the Web Server configuration manager and fill in the fields
as follow (depending of the SIM card parameters and GSM Service Provider)

Here, we're using GSM provider orange with APN “internet-entreprise”.

SIM PIN code is by default here 0000.

Advanced configuration of the WebServer
MODBUS RTU Parameters System clock source
MODBUS Baudrate | 19200 |+ bps Parity |Mone ~ Advanced seftings Willenium #1 3

Declaration of Milniumz cennected to WebServer

() Connected as contigusus extension (Millenium Il onby) Add to List I T"rpa 'fma;’a

O Connected on MODBUS RTU (RS455) MOOELS KNS (Millerdum 3)

Res=et registers [XC or [XN for each new project transfer or reboot
MODEM Parameters (for SMS and PPP Cennectlions

. Wi ! v
Dﬂcﬁvate PPP Server Select the MODEN : | GPRS-WANVECOM:FASTRACK(M13068) L
SIM Card parameters RS232 parameters for communication with the MODEM
PIN Code of the SIM Card |0000 Baudrate : |115200 s |Bauds
PUK Code of the SIM Card (if locked) Hardware flow Control RTS/CTS
PPP Client parameters
Phone number of the PPP Internet Provider : | *98**1# GPRS APN (only for GPRS MODEM) : |ternet-entreprize
LOGIN| crange PASSWORD |orange Connection program :| Periodical (or for sending eMails) w
PPP Authentification Method - | PAR v | comnectionstartat: 0 [SlH0 Ellmin End0 [EHo0 {2 min

Infermations and Malfunctions (Fautly Millenium connectienz, enakble to archive, or other =ystem informations

If MODEM, Phone Mumber of the person to be notified : |+33830855458 Sending a SMS for internal alarm
If service activated, eMail address of the person to be notified | tddp@free. fr Use history file (LOGFILE.TXT)

Network services
Company's Mail address ; |tddp@free. fr

eMail =ervice active (SMTP Client)
DNS Client
|:| DynDMS Client (Dynamic DNS)

Parameters of the eMail Server (SMTP Server) DNS Servers parameters

Domain Name of the SMTP Server : |smtp.orange.fr Primary DNS IP Address : EI

P Address of the SHTPServer: [0 |.[0 [0 |.p ] Secondary DNS PP Address [0 |

[ Cancel ] ’ Create the coenfiguration file and put it in UpLoad list ]
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The phone number to call an APN is normalized to *99***14#

Else if you need to call an ISP with an STN connection or in GSM (only 9.6Kbps in this
last case), just enter the phone number (sometime with previous 0 code to exit from
your company to external calls)

Ex: for the ISP “FREE” in France: 0868920911 or 00868920911 from a company with the
previous 0 to get external phone call.

Then if you use an APN, you need to enter its name (provided with your GPRS service
subscription). This is of course not needed for an STN standard ISP.

In this example, the Web Server will try to connect to the ISP only for sending mails.

The MODEM used here (FASTRACK M1306B, also used for M3MOD) must be powered and
connected to RS232 connector of the Web Server before uploading this project.

Then create the file, compile and transfer the project.

6.2 Using the PPP Client with GPRS MODEM

The PPP Client is used by the Web Server to connect to an ISP with a standard STN
MODEM or GPRS MODEM (via APN (around 46Kbps) or only using GSM Mode (low baud
rate (9.6Kbps)).

Link to ISP TN

(xDSL, STN, ISP (| Internet ) ISP/APN _I_{ IMODEM

<O/ GSM Network GPRS

Baud rate : around 46Kbits/s

1- If the Web server needs to connect to the ISP (for sending mail or because it’s the
time defined in the project...) the Web Server compose the Phone nhumber of the APN
(¥99***1#)

2 - The Web Server is identified to the ISP/APN NetWork using dedicated protocols (PAP
or CHAP) and given password and login (here orange/orange) defined with eTiceSoft.

3 - The ISP/APN gives to the WebServer a Public IP address (address shown from the all
Internet world Network)

4 — At this moment the Web Server becomes accessible from the Internet any where in
the world (session opened with user’s login password exactly as if you are on a LAN (with
lower baud rate of course!). Theorical baud rate: 46Kbps

5 - If the DynDNS client is activated, the WebServer will refresh the DynDNS account
(URI linked to the given IP address)

6 - The WebServer sends an eMail to the defined user in the project configuration
manager:

If =ervice activated, eMail address of the perzon to be notified ;| MrX@fai.fr



WebServer training 27-28/02/2007
Author : Thierry DESCHAMPS de PAILLETTE Page 39 of 56

- __________________________________________________________________________________________________________________________________________________________________
7 - When the Web Server needs, it’s disconnecting from the ISP.

The PPP Client usage meets several constraints:

- SMS cannot be sent during a PPP client connection in progress. However, if no
data are exchanged for more than 5 minutes with a distant station during a PPP
Client connection established, and if a SMS has to be sent, the Web Server then
disconnect the PPP Client connection, sends the SMS and then re-establish the
PPP Client connection to the ISP PPP Server.

- The communication cost is proportional with time using a STN MODEM and with
data quantity in some GPRS APN service subscription.

After connection successfully established with the PPP ISP Server, the Web Server sends
an email witch contains the IP address delivered by the ISP PPP Server.

Well, let practice:

Open an HTTP session on the LAN:
And change the HTTP Port of the Web Server and wait a minute:

TCP/IP Settings - Fthernet

ID : M2Web
MAC : 00-30-56-50-24-AD IP Address :192.163.0.5
DHCP Client .
enabled : ] Subnet Mask: 255.255.255.0
HTTP Port : 1280 Default gateway :0.0.0.0

After one minute change the port in the URI of the Web Browser:

{= WebServer MIIWeb - Windows Internet Explorer EJ@|E|
IH -

@ o v | ] http: /192, 168.0.5: 1280/ <[4 [x e

Google |G+ v |Envoyer 4 80 & B ~ | €9 Mesfavoris~ Bh 48 bloquée(s) "I Orthographe v 2% () Paramétres~
i o : — . , ’ ol
w | ’.éWebSer\rer MIIWeb | | i’-} Acouel -~ [ = Imprimer ~ ~ l_} Page - {Cf Outils -

Dantod
G:=

Millenivm If
—_Wveb Server

=]

ST T
i ssassssssees s880

|
9
b“ﬂl

3

Start a session

€ mnternet H100% +
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- __________________________________________________________________________________________________________________________________________________________________
This port change is needed because most of GPRS APN does not authorize all the
outgoing and incoming TCP/IP ports.
In France, only “orange” authorized incoming ports > 1200.

You need to take care that the GSM/GPRS APN meets following condition to use the Web
Server with a GPRS MODEM:
1- Some incoming TCP/IP ports are open and can be used for any TCP/IP protocols
(here HTTP is associated to 1280 instead of the standard default port 80)
2- The outgoing TCP/IP ports opened are 80 (DynDNS), 25 (SMTP (for sending
mails)), 53 (DNS).
3- The IP Address delivered by the ISP is a public Internet Address.
In France only Bouygues and Oranges meets these conditions for professional and
industrials offers.
SFR will provide these services soon.

On the configuration web page, it's possible to force the Web Server to establish a PPP
Client connection.

Press the button called "Connect PPP Client”

The Web Server then tries to establish a PPP Connection to the defined ISP.
It’s interesting to follow the operations sequences with the TELNET diagnostic server.

Here’s the mail you should receive:

M2Web - System Status Mail

tddp@free. fr
tddp @free. fr

M2Web iz Online (PPP Client) Address @ S90.95.23.177

End of Mes=zage.
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6.3 Using the PPP Server

The PPP Server should be useful in the following cases:
- Needs a redundant way to connect the Web Server (example: xDSL link failure)
- Needs a higher level of security

It's important to remember that this feature used alone is not able to send emails.

The PPP Server usage needs several constraints:
- The client PC must establish link with an STN or GSM/GPRS MODEM
- The GPRS mode is disabled (1 GSM Data time SLOT used), so the Baud rate in
this case is very low (only 9.6 Kbps)
- SMS cannot be send during a PPP Server connection in progress
- The communication cost is proportional with time.

But the PPP Client feature can be activated (but not used) simultaneously with the PPP
Server in the same project.

Here is the topology of the PPP Server usage:

Phone
. i MODEM network MODEM
- MODEM  Baudrate = \
m LINK PC + STN MODEM : 56Kbps max RS232
Client PG PC + GPRS MODEM: 9,6Kbps max
Private IP address given MIIWeb

by the Web Server

Of course, due to the fact that there’s only one MODEM, a PPP Client connection and a
PPP Server connection cannot be established simultaneously!

Well, let us configure the PC side connection:
First in the connection manager: Create a new connection

[&] Créer une nouvelle .':-"""E*qulg;r]

Establish a Internet connection

Assistant Nouvelle connexion
Type de connexion réseau
Que voulez-vous faire 7

(*) Etablir une connexion a Intermet

Pemet d'établir une connexion & Intemet afin de pouvoir naviguer sur le Web et de
lire des coumiers électronigues.
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Then configure your connection manually:

Assistant Nouvelle connexion

o En cours de préparation
L Assistant se prépare 3 paramétrer votre connexion Intemet.

Iy

I Comment voulez-vous vous connecter 3 Intemet 7
() Chwisir dans une liste de foumisseurs de services Intermet

(¥ Configurer ma connexion manuellement

Pour une connexion d'accés & distance, vous aurez besoin de votre nom de
compte, de votre mot de passe et du numéno de téléphone de votre foumisseur de
3 services Intemet (si vous paramétrez un compte large bande, vous n'aurez pas
besain d'un numéra de téléphane).

frey

L

And use a MODEM:

Assistant Nouvelle connexion

Connexion Intemet
Comment voulez-vous vous connecter a Intemet 7

(%) Se connecter en utilizant un modem d’accés a distance

Ce type de connexion utilise un modem et une ligne téléphonique standard ou RMNIS.

Select the MODEM:

Assistant Nouvelle connexion
Sélectionner un périphérique
Ceci est le pérphérque qui sera utilisé pour effectuer la connexion.

Yous avez plusieurs pérphériques d'accés a distance installés sur votre ordinateur.

Sélectionnez le pérphérque 3 utiliser pour cette connedon :

&t Modem - HDALUDIO Soft Data Fax Modem with SmartCP (COM4)
O 1;:" Modem - Modem 56000 bps Standard (COMT)
[0 &8 Modem - Modem Bluetooth (COME)
O @ Modem - Modem standard 3600 bps (COMT)

< Précédent ” Suivant > l [ Annuler
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Assistant Nouvelle connexion
Mom de la connexion
CGuel est le nom du service qui wous foumnit votre connexion Intemet ?

Entrez le nom de votre foumisseur de services Intemet dans la case suivante.

Mom du foumisseur de services Intemet

WebServerPPF

Le nom que vous entrez ici sera le nom de |a connexdon que vous créez.

g < Précédent || Suvart> | | Annuler

Give a name to this connection.

Enter the phone number of the MODEM connected to the Web Server

Assistant Nouvelle connexion

Entrez le numérne de teléphone a composer
Guel est le numéra de téléphone de votre foumisseur de services Intemet 7

Entrez le numéro de téléphone ci-dessous.

Muméro de téléphone :

| 0638425532

ous devrez peut-gtre inclure un 1" ou indicatif régional ou les dewx. 5i vous
n'étes pas certain d'avoir besoin des numéros supplémentaires, composez votre
numéra de téléphone. Si vous entendez un son de modem, le numéra composé
est comect.

< Précedent ” Suivarnt > l [ Annuler
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Enter the user name: m2web and password: modem

Assistant Nouvelle connexion

Information de compte Intemet
Yous aurez besoin d'un nom de compte et d'un mot de passe pour vous inscrire a

vaotre compte Intemet.

Ertrez un nom de compte de foumisseur de services Intemet et un mot de passe. notez ces
informations et conservezdes dans un endroit sdr. (Si vous avez oublié votre nom de compte
exdstant et votre mot de passe, contactez votre foumisseur de services Intemet )

MNom d'utilisateur : mAweh

Mot de passe :
L1110

Corfimer le mot de
paEsse

Lttiliser ce nom de compte et ce mot de passe lorsque tout utilisateur se connecte 3
Intemet & partir de cet ordinateur

Etablir cette connexion Intemet en tant que connexion par défaut

< Précédent ” Suivant = l [ Annuler

Assistant Nouvelle connexion

Fin de I'Assistant Nouvelle
connexion

Yous avez terming les étapes nécessaires pour créer la
connexion suivante :
WebServerPPP
* Etzblir cette connexion en tart que connexion par
defaut
* Partager avec tous les utilisateurs de cet ordinateur
* |liliser le m&me nom d'utilisateur et le méme mot de

La connexion sera enreqgistrée dans le dossier
"Connexions réseau”.

|:| Ajouter un raccourci vers cette connexion sur mon Bureau

Four créer la connexion et quitter I'Assistant, cliqguez sur
Teminer.

< Précédent H Teminer l [ Annuler

The PPP Client side connection configuration is finished.
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Now we need to configure the Web Server:

In the eTiceSoft workshop, click on the check box “activate PPP Server”:

Advanced configuration of the WebServer )
MODBUS RTU Parameters System clock source  Address

MODBUS Baudrate | 19200+ |bps F‘ar'rt:.f [ HEGITEEEENEE l |Other (MODBUS) v||4 fad

Declaration of Millniumz connected te WebServer

() Connected as contiguous extension (Millenium Il only) Add to List m C]Drrac[a = Type —— .!+ resss

() Connected on MODBUS RTU (RS485) MO HENEE (IS Cnsiam

Reszet regizsters XC or [XN for each new project transfer or reboot

MODEM Parameters (for SMS and PPP Connections)

Activate PPP Server Select the MODEM : | GPRS-WAVECOM:FASTRACKIM13068) W

SIM Card parameters RS5232 parameters for communication with the MODEM

PIN Code of the SIM Card |0000 Baudrate : (115200 w |Bauds
PUK Code of the SIM Card (if locked) |:| Hardware flow Contral RTSICTS

FPP Client parameters

Phone number of the PPP Internet Provider : | *95™*1# GPRS APN (only for GPRS MODEM) : |internet-entrepris
LDGIN PASSWORD |orange Connection program :|F‘eriudica| (or for 2ending eMailz} v|

PR Authentification Method : | PAP v| connectionstartat: |0 S1H0 Plmin Engd0 KO i

Informations and Malfuncticnz (Fauthy Millenium connections, enable to archive, or other system informations)

If MODEM, Phone Number of the person to be notified : | +33630935435 Sending a SMS for internal alarm |:|
If service activated, eMail address of the person to be notified | tddp@free. fr Use higtory file (LOGFILE.TXT)

Network services

Company's Mail address : |tddp@free. fr

eMail =ervice active (SMTP Client)
DNS Client
|:| DynDNS Client (Dynamic DNS)

Parameters of the eMail Server (SMTP Server) DMS Servers parameters
Domain Name of the SMTP Server : |smtp orange.fr Primary DNS P Adaress: [0 |0 .o [.p ]
P Address of e STPServer: [0 |0 [0 [ | Secondary DNS P Agdress: [0 |0 [-[o |-[o ]
’ Cancel ] I CRaate the configuration file and put it in UpLoad lizt l
]

Create the file, compile the project and transfer it to the Web Server.

When done, wait about 5 minutes, this is the time needed by the Web Server to initialize
correctly its PPP Server.

Then Open the PPP Connection using the MODEM

‘13, Connexions A b BlustoothConnection

) Connexion réseau sans fil

b free

M2WEB

|:é Imprimantes et télécopieurs

g’] Aide et support
p Rechercher

7= Exécuter...

M2WEB_RTC

Afficher toutes les connexions
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Then press “compose” button:

Connexion a M2WEB

Mom d'utilisateur : ||'|'|2-'~'Eb

Mat de passe |1'P0erao$?ar.-’emo! gie passe ssuvegas, ol |

utilisateurs suivants :
(" Mai uniguement
{#) Toute personne qui utilise cet ordinateur

Enreqistrer ce nom d'utilisateur et ce mot de passe pour les

Numéroter : | IR

[ Numeérater l [ Annuler ] [ Propriétés ]

| Aide

L

The following message appears:

Connexion a M2WEB en cours...

Annuler

@ Mumérotation de 0624255982 en cours. ..

i) M2WEB est maintenant connecté | *

Vitesse 1 9,6 khits/s

/= WebServer M...

27-28/02/2007
Page 46 of 56
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If you click on this last message, you'll se the connection status and specially the IP
address of the Web Server:

K~ Etat de M2WEB

| Général | Détails |

Propriété Waleur
i{Nom du penphengue i HDALDIO Soft Data Fax Modem wi...
Type de pérphérgue maodem

Type de serveur PPP
Transporis TCR/P
Authentfication PAP
Compression (Aucun)
Trame muttidien PPP Inactif

Adresse [P du serveur 152.168.206.4
Adresse IP du client 152.168.206.5

Femer

Then you since the connection is established, you only have 50 seconds to enter this
address in the Web browser:

f.‘- WebServer MIIWeb - Windows Internet Explorer

=) - : . 3 S
@ L |§, http://192. 168.206.4: 1280/ v| A | ‘ »

Google (G- v Envoyer ¢ G0 & B v | €9 Mesfavorisy &) 48 bloquée(s) 3P Orthographe v > () Paramétres
v [@\MebSaruer MITWeh l_l o Accuel ~ [ = Imprimer  ~ |12k Page ~ {C Outils ~ ”

G:
=

Millenivm Il
—_Web Server

Start a session

Terminé (3 @ mnternet H 100% +
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Remote

Maintenance Manitering

(WD Conbod
LS ratem

Settings

G SMill

OnLine :1

02/2

174

Archiving

E

Configuration panel

TCP/IP Settings - Ethernet

1D : M2Web
MAC : 00-30-56-80-24-AD

DHCP Client
enabled : L]

HTTP Port : 1230

IP Address :192.168.05
Subnet Mask: 255.255.255.0

k Default gateway : 192.1653.206.5

PPP Status

PPP Server session in progress : IP=192.168.206.4, Remote IP=192.168.206.5

Program : Connection :

Automatic Mode

00:00 - Disconnection : 00:00
Manual mode

L

Connect PPP Client (disconnect automatic mode) ]

[ Restore configuration settings ]

|

Disconnect from PPP Netwaork (stay in manual mode) ]

To disconnect from the PPP Server of the Web Server, click on disconnect button:

K- Etat de M2WEB

Général | Détails
Connexian
Etat : Connecte i
Durée 00:04:52 F
Witesse 5,6 kbits/'s
Activité
Envoyés - Regus [
_jl .
— : ]
Octets - 64 645 141059 [
Compression : il vl |
Emeurs : 0 1}
Proprigtés ] ISE décnnnef\\gﬂ
|
f ¥
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7 Sending mails and SMS

Fill in the fields and select the variable as described here:

(7. Events and archivi ng

List of events and associated actions

£ |Variable Actions Information

1 |Counter value| Filing Counter current value () = |
2 |backlight comr Filing backlight () = <&V1iB1WV15&
3 |button & iSMS Mail {button A of Millenium 3 pres

Number of available events = 96

Selecting and attibuting parameters related to the event

I Wizualize the monitored state

Selzct the condition to be fulfilled ta trigger the action

@When; buttan & = w1 ’[a
() Periodically, every 0 b 1 Biwies (40 2] 5

[rescription of the action to be performed when the condition is tue
Send by SMS [if MODEM connected to RS232 port)

Recipient's Phone number | +3363056265
Send by e-tail [ if SMTP Server configured)
Recipient's e-tail address | tddp@Efree. fr

[] Archive the data

Text of mezzage to be zent [100 characters max.)

hutton A& of Millenium 3 pressed

27-28/02/2007
Page 49 of 56

Select the data resulting from button A status in our Millenium 3 program.

Selection of Process Data
Source of the variable

() The Variable results from Millenium [Adiacent o connected to MODBUS)
() The Variable comes from anather MODBUS Slave
() Thiz W ariable must a praperty of a companent

1] Millenium 3 - XN03 - MODBUS Address:1 -

Communication BUS

Fillemium Slave Address : E}

Datatype: () 'word [-32768.. 32767
@ Bit
Millenium Reference ;| g w 45N e
Select the bit
15 14 13 12 11 0 9 & 7 6 5 4 3 2 1 0
OCCcOCO0CO0OO0COCO0O®OOO

Behavarnal Parameters of the variabls

Mnemarnic for the Yariable : |button AI

SMS can only be send if a GPRS MODEM is used.
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8 Using DynDNS

DynDNS is useful with the usage of PPP Client.

This service associates a URI to a public IP address.

As you know when you establish a PPP client connection, the ISP PPP Servers gives a
Public IP Address.

When it gets it, the Web Server first tries to send an email containing this IP address to a
defined recipient.

With DynDNS, this operation is not needed, because only a well known URI defined on
the subscription to the DynDNS account is enough to get connection anywhere in the
world.

To use this service, the Web Server integrates a DynDNS client enable the Web Server to
refresh a defined account with the new IP Address on the DynDNS Server.

8.1 Creating DynDNS account

How to create this account?
Let us do it:

Open Web Browser and go to this URI http://www.dyndns.com/
Click on create account

(@) DynDNS

About Services Account Support Mews

Lost Password? - Create” Account

Invisible Reliability, Obvious Value. DNS Services
DM5 for static and dynamic IP addresses

-Run your own server

Vi
- Mail delivery solutions "::E—.
- Static and dynamic IPs il'f
- -
“'.}.‘L /

- Easy-to-use web interface \\\‘“\‘u'

- Top-notch technical support ~— VS Learn more...
S --~’ =

MailHop Services

Ensure reliable mail delivery

Network Monitoring

Maonitor your online services, 24x7x 365

n b
77

SSL Certificates
High quality digital certificates

-

I 0ynDNS Eams ICANN Accreditation

Fill in these fields:

& DynDNS

Lost Pessweord? - Creste Account

About Services Account Support Mews

My Account Create Your DynDNS Account

Create Account

Please complete the form to create your free DynDNS Account.

Login
Lost Password? Usar Information
Username: m2web
Search DynDNS E-mail Address: |tddp@free fr DS SR LD b | e mise et =
Confirm E-mail Address: |tddp@free fr
Password: [seeee e

WOrg, Or Can otherwise De easily guessed.
Confirm Password: esese
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I agree to the AUP:

You need to agree to the AUP before we can create your acoount.

1 will only create one (1)
free account:

You need to read and 2gres 1o the Mmuitipsse 3000UNT Statsnment,

- Mailing Lists (optional)

DynDNS maintains a number of mailing lists designed to keep our users informed about product annoucements, client
development, our company newsletter, and our system status. Please use the checkboxes below to alter your
subscription preference. Your subscription preference may be changed at any time through the account settings

page.
newsletters: [
press-releases: [ |
system-status: [ ]
- Next Step

After you click "Create Account”, we wil create your account and send you an e-mmail to the address you provided.
Please follow the instructions in that e-mail to confirm your account. You will need to confirm your account within 48
hours or we will automatically delete your account. (This helps prevent unwanted robots on our systems)

Create Account

Then click on create account,
The following message appears.
You've received an eMail containing the activation URI

@ DynDNS

Lost Pessword? - Creste Account

About Senvices Account Support News

My Account Account C reatEd

Create Account

- Your account, m2web, has been created. Directions for activating your account have been sent to your e-mmail
0gin

address: tddp@free.£fr. To complete registration, please follow the directions you receive within 48 hours.
Lost Password?

You should receive the confirmation e-mail within a few minutes. Please make certain that your spam filtering allows

messages from support@dyndns.com to be delivered. If you have not received this e-mail within an hour or so,
Search DynDNS ) . o o

request a password reset. Following the instructions in the password reset e-mail will also confirm your new account.

Thanks for using DynDMS!

Copyright © 1553-2006 Drwnamic Netwiork Services, Inc, - Privacy Policy - Acceptsble Use Policy - Trademark Motices
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Then open your mail and click on the link:

Your DynDNS Account Information
DynDNS Support [support@dyndns.com]

Les sauts de ligne en surnombre de ce message ont &t supprimés,

A:  tddp@free.fr

Your DynDNS LAccount 'm?web' has been cyreated. You need to wvisit
the confirmation address below within 48 hours to complete the
account creation process:

https: //www.dyndns. com/account/confirm/Iro4J3913ESU3IEZHXPkZog

Our basic service offerings are free, but they are supported by
our paid services. See http://www.dyvndns.com/services/ for a full
listing of all of our available services.

If you did not sign up for this account, this will be the only
communication you wWwill receive. All non-confirmed accounts are
automatically deleted after 48 hours, and no addresses are kept on
file. We apologize for any inconvenience this correspondence may
have caused, and we assure you that it was only sent at the
request of someone visiting our =site requesting an account.

Sincerely,
The DynDNS5 Team

You can then login the account to access DynDNS account services.
(here login:m2web, password:crouzet)

Login

Account Login

Username: |m2web Password: |seeess H LUQ%

You must have cookies enabled to access your account. (Why Cookies?)



WebServer training
Author : Thierry DESCHAMPS de PAILLETTE

Then click on add host service:
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D D N s Logged In User: m2web
Yn My Services - My Cart - Settings - Log Out
About Services Account Support News
My Account -
Add Host Services
My Services
Account Upgrades DNS Services
MailHop Outbound . )
Recursive DNS Dvna““c DNS More Info... Static DNS More Info...
SLA Add Dynamic DNS Host Add Static DMS Host
Premier Support
My Zones
Add Zone Services WebHop Services
My Hosts
Add Hest Servic WEbHDp Mare Info... MvwebHUp More Info...
Dynamic DNS % Add wWebHop Add MyWebHop
Static DNS
WebHop
My'WebHop
Netviork Monitaring Network Services
SSL Certificates
Renew Services Network Monitoring ST
Auto Renew Settings Add Network Monitoring
Sync Expirations
Account Settings SSL Certiﬁcates
- SSL Certificates More T
Add SSL Certificate
My Cart
0 tems
And Add Dynamic DNS Host:
Filling these fields:
H SM
New Dynamic DNS>" Host
Hostname: m2web .| selfip.info
IP Address: 6214723219
Enable Wildcard:

Mail Exchanger (optional):

The account configuration is

now finished.

[] Backup MX?
I Adq\Hust H Reset Form
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8.2 Configuring the Web Server’s DynDNS client
You have to fill in the DynDNS fields in the eTiceSoft definition project:

Advanced configuration of the WebServer k3
MODBUS RTU Parameters Syetem clock source — Address

MODBUS Baudrate |15200 W h|:|3 Paril'y [ Advanced settings ] |Dther (MODBUS) V| ‘4 E”

Declaration of Millniums connected to WebServer

(¥ Connected as contiguous extension (Millenium Il only) Add to List . Lonnects 2 Type '_aﬂeaaa

e T Cllen \
() Connected on MODBUS RTU (RS435) MoDEUS XNG3 (Millenium 2)

Re=et registers [XC or XN for each new project trangfer or reboot
MODEM Parameters (for SMS and PPP Connections}

. 1A . 3
Activate PPP Server Select the MODEM : | GPRS-WAVECOM FASTRACK(M13068) w
SIM Card parameters R&232 parameters for cemmunication with the MODEM
PIN Code of the SIM Card |0000 Baudrate : [115200 + |Bauds
PUK Code of the SIM Card (if locked) | | Hardware flow Control RTS/CTS

PPP Client parameters

Phone number of the PPP Internet Provider ; |*85*1# GPRS APN (only for GPRS MODEM) : |internet-entrepris
LDGIN PASSWORD Connection program : |Permmcalturfursendmg elails)

PPP Authentification Method : | PAP w | Connection start at : [,] H 0 [,] min  End ;|0 [,] H 0 [.] miin

Informations and Malfunctions (Fauthy Millenium cennections, enable to archive, or other system informations)

If MODEM, Phone Mumber of the person to be notified ; |+33530955459 Sending a SMS for internal alarm [
If service activated, eMail addrezs of the person to be notified |tddp@fres fr Lise history file (LOGFILE.TXT})

Network services

Company’s Mail address : |tddp@fres. fr Dwnamic DNS Client (uses outgeing TCP Port 807 DynDNS Account :

eMlail service active (SMTP Client) DynDNS Server URI | members dyndns.orgiiclupdate | | gy -
DNS Client :
Host name of M2Web : | m2web.selfip.info . _
DynDNS Client (Dynamic DNS) | PASSWORD m
Parameters of the eMail Server (SMTP Server) DMS Servers parameters
Domain Name of the SMTP Server - |=mtp.orange. fr Primary DNS IP Address : |E | 0 _|n | 0 |
P Address ofthe SMTP Server: [0 |0 [.[o |.]o | secondaryDNS P Adaress: [0 |-0 |0 |- |
[ Cancel l [ Create the configuration file and put it in UpLoad list ]

As you can see, we've just copied the account parameters and the host settings of the
DynDNS service.

Now compile the project and transfer it.

And that’s all folks!

When the PPP Client of the Web Server will establish a link to ISP PPP Server it will
refresh automatically the IP address of the DynDNS account.

Then a user will just have to enter the following URI:

www.m2web.selfip.info:1280

(The: 1280 port specification is here used because we’re using a GPRS MODEM
connection to an APN and we’ve defined it in the Web Server)
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dyndnz. ovginicfupdat e?hozt nane=n2ueh, za 1f
ICHG

Bl i 1dcard=HOCHG HTTP

r—Agent: H
e e

And the corresponding mail of the PPP Client of the Web Server:
De ; tddp @free. fr

A tddp@free. fr
Ce:
Ohjet: M2Web - System Status Mail

HZWEE iz OnLine (PPP Client) Addre=ss : 80.10.3%.186&

End of Mes=age.
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Now let use this nice feature:

/> WebServer MIIWeb - Windows Internet Explorer

s BEE
(€

o - |g, http:f fovew.m2web, selfip.info: 1280/ V| 5| | X | | -

v |Envoyer o 2 & Ef ~ ¥ Mesfavoris» () Paramétres~
W [%F]@DWD...]@W...XI_I fo Accuel ~ [

Google |G+

o

e Imprimer = |:2- Page -

b
G:
s term

Millenium If
—_Web Server

T bt s

Start a session

hs
Terming & Internet # 100% -
In the Configuration we can see that the PPP Client is connected:
l — — . G SNl ST I
T pamtenange Moo taring Sattings e Archiv - e Em
‘
LIRL El)inlm.‘iﬁ: m)weh.selﬁEjnfn
1D 5 M2Web
MAC § 00-30-56-280-24-A0 P Address 3 192 16805
* ootiea 10

Subrat Mask: 255 255 2550
DaFault gateway : 212234 %.26

Reconbgure

HTTP Port & 1230

PPP Status

Etat : Connected: 1P : 80.10.39. 186 -Server :212.234.90.20 -DNS1:194.51.3.50
DN52:194.51.3.76

Program : Pemanent Connecticn

Automatic Mode Manual mode

I Cannact PPP Cheet {discannsct | sdoenl be moda) 1

|_Restore configerabon setings |

L [ FFF Notwark sty 1

Rebooting
Raboal the WebSanies

Advanced configuration

Admiriatrater anly



